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Abstract
In this paper, we investigate the use of Bayesian
networks to construct large-scale diagnostic sys-
tems. In particular, we consider the development
of large-scale Bayesian networks by composition.
This compositional approach reflects how (often re-
dundant) subsystems are architected to form sys-
tems such as electrical power systems. We de-
velop high-level specifications, Bayesian networks,
clique trees, and arithmetic circuits representing
24 different electrical power systems. The largest
among these 24 Bayesian networks contains over
1,000 random variables. Another BN represents
the real-world electrical power system ADAPT,
which is representative of electrical power sys-
tems deployed in aerospace vehicles. In addition
to demonstrating the scalability of the composi-
tional approach, we briefly report on experimen-
tal results from the diagnostic competition DXC,
where the ProADAPT team, using techniques dis-
cussed here, obtained the highest scores in both
Tier 1 (among 9 international competitors) and Tier
2 (among 6 international competitors) of the indus-
trial track. While we consider diagnosis of power
systems specifically, we believe this work is rele-
vant to other system health management problems,
in particular in dependable systems such as aircraft
and spacecraft.
1 Introduction
This paper is concerned with efficient probabilistic reasoning
and diagnosis in particular. Our approach is based on devel-
oping a Bayesian network [Pearl, 1988] model of a system,
and then using it to efficiently compute answers to probabilis-
tic queries. Bayesian networks and their inference engines
provide a well-established approach to model-based diagno-
sis and monitoring [Lerner et al., 2000; Chien et al., 2002;
Yongli et al., 2006; Mengshoel et al., 2008].
We focus on NASA-relevant research problems that repre-
sent challenges in aircraft and spacecraft health management.
We take as our point of departure an electrical power system
known as the Advanced Diagnostics and Prognostics Testbed
(ADAPT). ADAPT is an electrical power system (EPS) de-
veloped at NASA Ames for supporting the development of
diagnostic and prognostic models; for evaluating advanced
warning systems; and for testing diagnostic tools and algo-
rithms [Poll et al., 2007]. ADAPT is representative of electri-
cal power systems deployed in aerospace vehicles.
Progress in probabilistic model-based diagnosis is stimu-
lated by real-world applications, and EPSs raise several chal-
lenges including the following: (1) The challenge of devel-
oping models that are capable of accurately diagnosing 100s
or 1000s of different faults, many of which may occur at the
same time; (2) The challenge of real-time diagnostic com-
puting, especially on on-board avionics systems with lim-
ited processor and memory capacity [Musliner et al., 1995;
Mengshoel, 2007a]; (3) The challenge of developing BNs
(and in particular large-scale BNs) for a wide spectrum of
system sizes while obtaining high performance.
To start addressing these challenges, we have developed a
probabilistic approach to model-based diagnosis for ADAPT
[Mengshoel et al., 2008; 2009; Ricks and Mengshoel, 2009].
Our probabilistic models represent the health state of sen-
sors and other system components explicitly by means of ran-
dom variables. To address challenge (1) of model develop-
ment, we have developed a systematic approach to represent-
ing electrical power systems as Bayesian networks, supported
by an easy-to-use specification language. To address the real-
time reasoning challenge (2), we compile BNs into arithmetic
circuits or clique trees. The evaluation of arithmetic circuits
and clique trees addresses challenge (2) by being predictable
and fast. In experiments with an ADAPT BN containing 503
discrete nodes and 579 edges, the time taken to exactly com-
pute the most probable explanation using an arithmetic cir-
cuits or a clique tree was in the order of 1-10 milliseconds
[Mengshoel et al., 2009].
While this paper investigates all three challenges associ-
ated with model-based reasoning identified above, we fo-
cus on the challenge (3) and present the following analyti-
cal and experimental contributions. We introduce an analyt-
ical approach, based on clique tree clustering [Lauritzen and
Spiegelhalter, 1988], that aids in developing large-scale BNs
by composition. This compositional approach reflects how
(often redundant) subsystems are architected to form systems
such as EPSs. Experimentally, we consider BNs represent-
ing 24 different EPS architectures including ADAPT, formed
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by the integration of a varying number of power storage and
power distribution subsystems. These 24 BNs are repre-
sentative of real-world EPSs, and are thus to be contrasted
with the synthetic problem instances often used for large-
scale experimentation [Mitchell et al., 1992; Ide et al., 2004;
Mengshoel et al., 2006]. Previous work at the intersection
of EPSs and diagnosis using BNs typically considers indi-
vidual EPSs and their corresponding BNs [Chien et al., 2002;
Yongli et al., 2006; Mengshoel et al., 2008]; we are not aware
of other efforts that consider BNs representing 20-30 real-
istic and distinctly different EPSs as is done in this paper.
Also, existing work on BNs for EPSs, has, with a few excep-
tions [Mengshoel et al., 2008; 2009; Ricks and Mengshoel,
2009], been in the area of terrestrial EPSs [Chien et al., 2002;
Yongli et al., 2006] rather than in the area of EPSs for
aerospace vehicles. While we consider EPS health man-
agement specifically, the work has application to numerous
health management problems, including such problems in air-
craft and spacecraft.
The remainder of this paper is structured as follows. Con-
cepts related to Bayesian network are presented first, fol-
lowed by a discussion of EPSs. We then present our scalabil-
ity analysis and an EPS case study. We report strong experi-
mental results, both diagnostic performance in the diagnostic
challenge competition DXC and scalability performance for
24 different EPSs including ADAPT. Finally, we conclude
and outline future research.
2 Preliminaries
The diagnosis task can be approached from different perspec-
tives [Pearl, 1988; Cordier et al., 2004]. We take in this pa-
per a probabilistic perspective, and investigate Bayesian net-
works. A Bayesian network (BN) structures a multi-variate
probability distribution by using a directed acyclic graph
(DAG). Our emphasis will be on DAGs in which nodes rep-
resent discrete random variables. Specifically, a (discrete)
BN node V is a discrete random variable with a mutually
exclusive, exhaustive, and finite state space QV = Q (V) =
{v 1 , ..., vm J. We use the notation n V for the parents of a
node V, IF for the children of V, and ^ V for an instantiation
of all parents n V of V. The notion of a Bayesian network
can now be introduced [Pearl, 1988].
Definition 1 (Bayesian network) A Bayesian network is a
tuple (V, W, P), where (V, W) is a DAG with nodes
V = {V1 , ...Vn J, directed edges W = {W1 ,..., W,,J, and
where P = {Pr(V1 I nVJ, ... , Pr(Vn I nVn)J is a set of
conditional probability tables (CPTs). For each node Vi
 E V
there is one CPT, which defines a conditional probability dis-
tribution Pr(Vi I nV; ).
The independence assumptions induced by (V, W) in De-
finition 1 imply the following joint distribution:
n
Pr(v) = Pr(V1 = v 1 , ... , Vn = vn ) =
	
Pr(vi j^V;),
i=1 (1)
where nV; C { Vi+1 , ... , Vn J C V, assuming a reverse topo-
logical sort of V. (This is possible since (V, W) is a DAG.)
A BN can be provided evidence by setting or clamping ev-
idence variables E C V to known states e. Taking into ac-
count the input on evidence variables, different probabilistic
queries can be answered [Pearl, 1988]. These probabilistic
queries include marginals, most probable explanation (MPE),
and maximum aposteriori probability (MAP). Probabilistic
queries can be used for diagnosis, in which case health vari-
ables H C_ V —E — representing the health of components,
sensors, or both [Mengshoel et al., 2008] — are queried.
Two broad classes Bayesian network inference approaches
exist: Interpretation and compilation. In interpretation ap-
proaches, a Bayesian network is directly used for inference.
In compilation approaches, such as the clique tree [Lau-
ritzen and Spiegelhalter, 1988; Shenoy, 1989] and arithmetic
circuit [Darwiche, 2003; Chavira and Darwiche, 2007] ap-
proaches investigated here, a Bayesian network is off-line
compiled into a secondary data structure, and this secondary
data structure is then used for on-line inference. In clique
tree clustering, on-line inference consists of propagation in
a clique tree. In arithmetic circuit evaluation, on-line infer-
ence is performed in an arithmetic circuit. In both cases,
on-line and off-line computation time depends on a number
of structural and numerical factors associated with a BN and
is not yet, despite recent progress [Mengshoel et al., 2006;
Mengshoel, 2007b], sufficiently understood.
3 Electrical Power Systems and ADAPT
Electrical power systems (EPSs) play a crucial role in aircraft
and spacecraft [Button and Chicatelli, 2005; Poll et al., 2007].
The ADAPT EPS testbed has been developed to support the
investigation of system health management technologies in a
real-world setting. In this paper, we investigate ADAPT's
power storage and distribution subsystems. Over a hundred
sensors report their measurements to a diagnostic system that
monitors the status of the EPS. Typical sensor measurements
of system variables include voltages, currents, temperatures,
and relay positions. The ADAPT testbed provides a con-
trolled environment to inject failures in a repeatable manner,
and this makes it ideal for use in experiments with novel di-
agnostic techniques and models.
The physical hardware of the ADAPT EPS consists of
battery chargers, batteries, relays, circuit breakers, inverters,
wires, sensors, and loads. Most of the hardware is contained
within equipment racks or cabinets, with the exception of the
loads which are placed in the surrounding lab area. Three bat-
teries may be interchangeably connected to two load banks.
Each load bank can connect up to 6 alternating current (ac)
loads and 2 direct current (dc) loads. The locations of the
loads with respect to the load bank connection points are fixed
for the purposes of any given experiment. Different configu-
rations or modes of the EPS are commanded by opening and
closing different combinations of relays between the batteries
and the loads. As a consequence, ADAPT's system behavior
is hybrid, consisting of discrete mode changes and continuous
behavior within the modes.
Figure 1: The off-line and on-line phases of our approach.
Off-line, Bayesian networks are auto-generated from system
specifications, and clique trees or arithmetic circuits are com-
piled from Bayesian networks. On-line, clique trees or arith-
metic circuits are used for diagnosis.
4 Architecture Overview
The architecture of our approach, which is also discussed
elsewhere [Mengshoel et al., 2008; 2009; Ricks and Meng-
shoel, 2009], is given in Figure 1. A system specifica-
tion, which is created by a user according to a simple high-
level specification language, is input to an off-line generation
process, which auto-generates a BN. This BN is then com-
piled into a clique tree [Lauritzen and Spiegelhalter, 1988;
Shenoy, 1989] or an arithmetic circuit [Darwiche, 2003;
Chavira and Darwiche, 2007]. A high-level specification is,
in our case, a sequence of statements, and our language's
syntax is presented in Table 1. Generally speaking, an EPS
specification captures, in an easy-to-read manner, the flow of
power from the sources (batteries) to the sinks (loads) as de-
termined by the structure of the EPS. Each line in the spec-
ification represents a part, which currently can be either be
a source (battery), a basic part, a sensor, or a sink (load) —
see [Mengshoel et al., 2008; 2009]. In Table 1, <name> is
an identifier and <p> is a probability. In a specification, a
part's name, type (e.g., source, load, breaker, relay,
sensorCurrent, sensorVoltage), the probability of
failure, and a set of upstream parts (closer to some battery)
are all defined. An example specification is provided in Sec-
tion 6. In aerospace, as well as in other industries with de-
pendability requirements, failure probabilities are obtained as
part of often mandatory processes known as Failure Mode and
Effects Analysis (FMEA) or Failure Mode, Effects, and Crit-
icality Analysis (FMECA). Other sources of component fail-
ure probabilities include standards such as IEEE 493, "Rec-
ommended Practice for the Design of Reliable Industrial and
Commercial Power Systems," also known as the Gold Book.
This auto-generation architecture and the high-level spec-
ification language are similar to but also different from ap-
proaches such as Probabilistic Relational Models, Bayesian
Logic Programming, Stochastic Logic Programs, and Object-
< eps > ::= < component>+
< component> ::= (< source> I <basic> I < sensor> < sink> )";"
< source> ::= <name> ":" "source" ":" <p> ":"
<basic> ::= <name> ":" <btype > ":" <p> ":" <name>+
< sensor> ::= <name> ":" < stype> ":" <p> ":" <name>
<sink> ::= <name> ":" "sink" ":" <p > ":" <name>+
<btype >
 ::= "load" I "wire" "inverter" "breaker" "relay"
< stype> ::= "sensorCurrent" "sensorVoltage" "sensorTouch"
Table 1: The syntax of the specification language for electri-
cal power systems.
Oriented BNs [Getoor and Taskar, 2007]. It is similar in its
goal of making large-scale probabilistic model development
[Neil et al., 2000] easier and its emphasis on higher-level
structures compared to the propositional nature of BNs. How-
ever, there is a difference in that our specification language
emphasizes ease-of-use and is more of a domain-specific lan-
guage, while the alternative languages identified above are
more general and expressive.
5 Composition and Scalability Analysis
We have developed a multi-variate Bayesian network model
of the ADAPT EPS, containing over 500 random variables in-
cluding over 100 health variables, where the health variables
include components and sensors [Mengshoel et al., 2008;
2009]. This BN supports the diagnosis of multiple sensor
and/or component faults. We now consider the scalability
over a range of BNs representing different EPSs, including
the ADAPT BN as described above as one data point.
Scalability, in terms of space requirement and computation
time for clique tree evaluation, is determined by clique tree
size [Lauritzen and Spiegelhalter, 1988].
Definition 2 (Clique tree size) Let r be the set of cliques in
a clique tree compiled from a BN a. The (total) clique tree
size is defined as
S CT(r) = 
1: 
11 inX i .	 (2)
ryE^ XEry
In (2), we first multiply the cardinalities of the nodes in
a clique y, and then sum over all the cliques r in order to
obtain total clique tree size. A number of interacting factors
determine the number of cliques and the size of each clique
in (2); we now discuss a few of them.
The Subsystem (or Composition) Factor: Suppose that
we consider an EPS as a system that might be part of a larger
system-of-systems (SoS) such as an aircraft. As we vary the
size of the SoS, the size of its systems typically also need
to vary. For example, as we vary the aircraft under consid-
eration from a small UAV to a large commercial aircraft, the
characteristics of the EPS also change. Since a diagnostic
BN needs to vary accordingly, we now consider the impact on
clique tree size. We partition a BN's nodes into subsystems
T = f1 7 ... 7
 v}, and identify subsystem types O = f1 7 ... 7 0},
with 0 < v. In EPSs, typical subsystem types are: power
generation, power storage, and power distribution. ADAPT
has, for example, 3 power storage and 2 power distribution
subsystems. Hence, T = 11 7 2 7 3 7 4 7 51 and O = 11 7 21 for
ADAPT.
We now introduce a map f from nodes into subsystems: f :
V —+ T, and also a map g from subsystems into subsystem
types: g : T —+ O. Now, we can define different subsets of
cliques from r, specifically r i
 = {y E r I for all X E y,
f (X) = i}, and obtain the following:
s CT (r i ) = 
1: 
11 IQX I -	 (3)
ry2r i  XEry
In words, (3) provides the sizes of all cliques in a subsystem.
We define a set of interaction cliques r 0 as r0 = r —
U Vi=1ri. The set r0 represents the interaction between differ-
ent subsystems. We obtain the following alternative expres-
sion for total clique tree size:
V
s CT (r) = 1: sCT (r i ):	 (4)
i=0
Now, instead of considering the subsystems individually as
in (4), we make the assumption that each of them is identical
(given its type). Formally, we let i E T and assume s CT (r i )
= sCT (rg(i)) as well as c0 = 1 and obtain the following re-
sult:
0
sCT (r) = 1: ci
 X sCT (r i );
	 (5)
i=0
where ci represents the number of times a subsystem of type
i E O is found in a system. The significance of (5) is that
it enables us to analyze the impact (on clique tree size) of
different systems, with different size and redundancy require-
ments, by taking a compositional approach. Specifically, if
we know or can reliably estimate sCT(ri), we just need to
count the number of times ci a subsystem type i occurs, and
then do this for all subsystem types in a given system. This
aligns well with design methodologies that use redundancy
and product-line approaches to support the development of
EPSs for vehicles with different power requirements.
An important but non-trivial question to consider is the
value of sCT(r0) in (5) as subsystems are composed in dif-
ferent ways to form a system. Based on (5), we can identify
a few special cases and simplifications; further information
is provided by our experiments. One simplification, which
we call perfect compositionality, puts c0 = 0 in (5) to ig-
nore interactions and adds together the size of each subsys-
tem. Clearly, this creates a lower bound that scales linearly
with the number of subsystems c i for a given r i .
The State Space (or Discretization) Factor: In EPSs,
continuous signals are often converted to discrete digital
numbers by means of analog-to-digital (A/D) converters. A
key parameter in A/D conversion is the number of bits in dis-
cretized signal, and how to map these discretized into BN
node states. Fundamentally, there is a desire to maximize the
fidelity of the BN to the underlying EPS, but at the same time
the computation time cannot get too large, because then a di-
agnosis will not be computed in time. The cardinality of a
node has a multiplicative effect in all the cliques in which it is
an element, see (2), and hence one needs to carefully trade off
the potential improvement in diagnostic accuracy (due to in-
creased discretization) with the cost of increased computation
Part
Name
Type of
Part
Failure
Probability
Upstream
Part
Battery1 battery 0.0005
Wire1 wire 0.0000 Battery1
Voltage1 sensorVoltage 0.0005 Wire1
Current1 sensorCurrent 0.0005 Wire1
Breaker1 breaker 0.0005 Wire1
Status1 sensorTouch 0.0005 Breaker1
Wire2 wire 0.0000 Breaker1
Relay1 relay 0.0005 Wire2
Feedback1 sensorTouch 0.0005 Relay1
Load1 load 0.0005 Relay1
Temp1 sensorCurrent 0.0005 Load1
Table 2: High-level specification of a small electrical power
system (EPS). The EPS consists of two subsystems, namely a
battery subsystem (lines from Battery1 to Status 1) and a load
bank subsystem (lines from Wire2 to Temp 1).
time. Further, this factor may need to be taken into account
multiple times if ci > 1 in (5).
The Interaction (or Ambiguity) Factor: Increased inter-
action or ambiguity in a BN has a detrimental effect on scal-
ability. Consider bipartite BNs as an example [Mengshoel
et al., 2006; Mengshoel, 2007b]. An example of low am-
biguity is when each leaf node has one parent node. An
example of high ambiguity is when each leaf node has five
parent nodes. Everything else being equal, the higher the
ambiguity, the faster cycles are induced in the moral graph,
as a function of the ratio of leaf nodes to root nodes, thereby
more quickly inducing cliques with many BN nodes in the
clique tree. This factor is perhaps less of a concern in engi-
neered systems including EPSs, since they are typically less
ambiguous and often close to tree structured (see experimen-
tal results below). However, there may be some ambiguity in
the interaction between subsystems, thus impacting the term
s CT (r0 ) in (5).
6 Electrical Power System Case Study
The high-level specification for a small EPS is shown in Table
2. We hypothesize that it is much easier for users, including
people well-versed in probabilistic models, to provide infor-
mation in the format illustrated in Table 2 compared to what
is illustrated in Figure 2. On the other hand, the high-level
specification language is restricted to represent a certain class
of BNs and not BNs in general.
Each line in a high-level specification represents one part
of an EPS, and also contains information about its type, fail-
ure probability, and location within the overall system. For
example, the line Breaker] breaker 0.0005 Wire] in Table
2 communicates that Breaker] is a circuit breaker; has fail-
ure probability 0.0005; and is downstream of Wire]. Broadly
speaking, this specification is for an EPS with a single battery,
Battery], powering a single load Load], and containing a few
sensors and components. Specifically, Battery] has a wire
Wire] downstream of it. Wire] has three parts connected to it,
namely a voltage sensor Voltage], a current sensor Current],
and a circuit breaker Breaker]. Breaker] has a feedback sen-
sor Status] attached to it. Status] reports whether the breaker
Figure 3: The clique tree compiled from a BN (see Figure 2)
representing a small electrical power systems. These cliques
can be partitioned into 11 nodes that represent the battery sub-
system (white nodes), 10 nodes that represent the load bank
subsystem (dark grey nodes), and 3 nodes that represent both
subsystems (light grey nodes).
Figure 2: The BN auto-generated from a high-level spec-
ification (see Table 2) of a small electrical power system.
The BN represents two subsystems, namely a battery sub-
system (white nodes) and a load bank subsystem (dark grey
nodes). Formally, we have T = 11, 21 and O = 11, 21,
with the map f as indicated by the coloring and the map
g simply g(i) = i for i E 11, 21. Roughly speaking, the
BN reflects both the "push" of power from the battery to the
load as well as the "pull" of current by the load. For ex-
ample, Voltage]_Battery] is — subject to Health_Battery]
(whether Battery] is operational or not) and Closed _Wire]
(whether Wire] is open or closed) — pushed downstream to
Voltage]_Wire], and so forth.
is open or closed. Wire2, which is the first part that we con-
sider to be part of the load bank subsystem, is downstream of
Breaker] and has feedback sensor Feedback] as well as Re-
lay] attached to it. Relay] controls power flow into Load],
which has a sensor Temp] attached to it.
Nodes in the auto-generated BN can be partitioned into r0 ,
r 1 , and r2 , as indicated in Figure 2. Figure 3 shows a clique
tree resulting from the compilation of this BN. Cliques in r 1
represent the battery subsystem, those in r2 the load bank
subsystem, while cliques in r0 represent the interaction be-
tween the two subsystems. Clique tree size is sCT (r) = 264,
with s CT (r0 ) = 48, s CT (r 1 ) = 98, and sCT (r2 ) = 118.
7 Experiments
To complement our analysis earlier in this article as well as
related experimental results for ADAPT [Mengshoel et al.,
2008; 2009; Ricks and Mengshoel, 2009], we now report on
diagnosis and scalability experiments.
7.1 Diagnosis Experiments
The diagnosis experiments we summarize here were con-
ducted as part of the diagnostic challenge competition DXC,
hosted by the 20th International Workshop on the Principles
of Diagnosis (see http://www.dx-competition.
org/
 for details). The ADAPT EPS was used to generate
fault and nominal scenarios for the industrial track of DXC.
Fault scenarios contained single or multiple abrupt faults in-
jected simultaneously or sequentially. The fault types were
additive parametric (abrupt changes in parameter values) and
discrete (unexpected changes in system state). The faults
were permanent; once injected they persisted until the end
of the scenario. Faults were inserted with equal probabilities,
and included both component and sensor faults.
The industrial track consisted of two tiers, Tier 1 and Tier
2. The Tier 1 experiments were easier than the Tier 2 exper-
iments, for several reasons. First, only a subset of ADAPT
was used, namely one battery and one load — a fan — on
one load bank. Second, all relevant relays were kept in their
closed positions for Tier 1, thus minimizing the number of
modes and the effect of transients (which may cause false
positives). BNs, here denoted DXCT1 and DXCT2 were de-
veloped for Tier 1 and Tier 2 respectively, and compiled to
ACs that were used for on-line diagnosis in the ProADAPT
system [Ricks and Mengshoel, 2009].
In Table 3, we highlight the DXC results for the top three
competitors in each tier. As reflected in the table, eight met-
rics were used. The metrics capture both detection (finding
out that some part failed) and isolation (finding out which
part failed, and how) performance. Within each tier, and for
each metric, each diagnostic system was measured, scored,
and ranked relative to the other systems. The maximum score
was 100. Diagnostic systems were ranked from 1 to m, where
m = 9 for Tier 1 and m = 6 for Tier 2.
In Table 3, we note that ProADAPT, using ACs compiled
from the DXCT1 and DXCT1 BNs, has the best score and
rank in both tiers. For the 62 Tier 1 scenarios, which were ei-
ther nominal or contained one fault, ProADAPT's FP and FN
rates are very low, and detection accuracy is high. For the
120 Tier 2 scenarios, which were nominal or contained sin-
gle, double, or triple faults, ProADAPT again had the highest
score. Compared to its competitors, ProADAPT has a low
false positives rate and few classification errors; as a conse-
quence the score for mean time to detect suffers somewhat.
7.2 Scalability Experiments
The goal of the second set of experiments was to study BNs
representing different EPSs with varying number of subsys-
tems of different types. Different EPS models were created
using the high-level specification language. One goal was to
study the sizes of the generated BNs, clique trees, and arith-
metic circuits. Clique tree and arithmetic circuit sizes de-
termine computation time, which is one important design pa-
rameter when developing diagnostic systems for EPSs. We
developed 24 different EPS architectures using the high-level
specification language, giving 24 auto-generated BNs, which
were compiled into clique trees and arithmetic circuits. In Ta-
ble 4, the notation EPS(x,y) is used to represent an EPS with
x battery subsystems and y load bank subsystems (see [Poll
et al., 2007] for details on these subsystems).
We now turn to the experiments results for the 24 EPS
models including ADAPT. 1 Table 4 and Figure 4 summarize
the experimental results; key observations are:
• In Table 4, min(m/n) = 1.13, while max(m/n) = 1.17.
This shows that our auto-generated BNs are fortunately
quite sparse, given that n = m + 1 for trees.
• There is an approximately 5-time increase in BN size
from EPS(1,1) to EPS(6,4), an 8.5-time increase in arith-
metic circuit size, and a little over 12-time increase in
clique tree size. We believe that these are quite promis-
ing scalability results, given the inherent hardness of BN
computation. Further, if we consider EPS(5,4) instead
of the outlier EPS(6,4), we have 4.4 times as many BN
nodes compared to EPS(1,1) and only an 8-time increase
in clique tree size.
• The clique tree regression results in Figure 4 exhibit bet-
ter fit for the exponential model (y =1112.7e 0.0027x with
R2 = 0.9266) than for the linear model (y = 18.948x -
4185.3 with R2 = 0.7647), pointing to the importance
of the potentially nonlinear term sCT(^0) in (5). How-
ever, and in particular if the outlier EPS(6,4) is excluded,
both models are quite reasonable. The arithmetic cir-
cuit regression results are similar, with an exponential
model y = 1320.8e 0.0023x (with R2 = 0.9535) and a lin-
ear model y = 12.819x - 1743 (with R 2 = 0.8634).
• The ratio sAC/sCT, shown in Table 4, generally reflects
a smaller growth of the arithmetic circuits relative to the
cliques trees as a function of n, thus scalability is gener-
ally better for arithmetic circuits here.
8 Conclusion and Future Work
Due to their high level of predictability and fast execution
times, Bayesian network compilation approaches are well-
suited to automated diagnosis in the setting of on-board
resource-bounded reasoning and real-time systems of inter-
est to NASA [Mengshoel et al., 2008]. This paper improves
the understanding of the scaling behavior of clique trees and
arithmetic circuits in the context of composing large-scale
BNs. A designer of model-based diagnostic systems, us-
ing Bayesian networks, can use our results to determine the
impact of varying EPS architectures, consisting of repeated
subsystems, on the computation time of diagnostic queries.
This work has been performed in the context of NASA's
ADAPT electrical power system testbed. ADAPT is repre-
sentative of EPSs deployed on aerospace vehicles. In this pa-
per we have investigated how the BN-based approach to prob-
abilistic diagnosis for ADAPT scales to other electrical power
systems composed in a similar manner from power storage
and power distribution subsystems.
1 The DXCT2 BN is similar to EPS(3,2), while the DXCT1 BN
is similar to EPS(1,1), except that DXCT1 had just one load — a
fan.
ADAPT DXC Tier 1 ADAPT DXC Tier 2
Metric ProADAPT RODON HyDE-S ProADAPT Stanford RODON
False positives (FP) rate 0.0333 0.0645 0.2000 0.0732 0.3256 0.5417
False negatives (FN) rate 0.0313 0.0968 0.0741 0.1392 0.0519 0.0972
Detection accuracy 0.9677 0.9194 0.8548 0.8833 0.8500 0.7250
Classification errors 2.0 10.0 26.0 76.0 110.5 84.1
Mean time to detect Td (ms) 1,392 218 130 5981 3946 3490
Mean time to isolate Ti (ms) 4,084 7,205 653 12,486 14,103 36,331
Mean CPU time Tc (ms) 1,601 11,766 513 3,416 963 8,0261
Mean peak memory usage (kb) 1,680 26,679 5,795 6,539 5,912 29,878
Score 72.80 59.85 59.50 83.20 81.50 70.50
Rank 1 2 3 1 2 3
Table 3: The performance of the ProADAPT and other diagnostic systems, for the two different ADAPT configurations Tier 1
and Tier 2 used in DXC. Our ProADAPT system used arithmetic circuits compiled from the DXCT1 and DXCT2 BNs.
Figure 4: This figure shows how clique tree size sCT varies
as a function of the number of BN nodes n. Clique tree size
determines computation time, while the number of random
variables varies from EPS to EPS. Each data point, of which
there are 24, represents an EPS.
This work enables the transition of diagnostic and health
management technologies to NASA's mission systems. In
particular, it appears that Bayesian networks, techniques, and
algorithms for diagnosis can be applied to distinguish be-
tween sensor failures and component failures, a problem of
great interest to NASA. Future work will aim to help NASA
in developing model-based diagnostic and sensor validation
approaches that take into account the limited resources avail-
able on varying mission hardware. In addition, the compo-
sitional approach taken here has the potential to help bridge
the gap between hardware (such as the EPS) and software
(such as the EPS diagnostics) design. Accordingly, software
performance criteria (such as diagnostic computation time)
can be incorporated into the design considerations along with
hardware design. In the EPS context, future work will aim
to help the architectural design of the EPS systems by pro-
viding a method to concurrently analyze the impact of vary-
ing EPS architectures on the computational performance of
diagnostic systems designed to operate on them. This can
provide a much needed formal approach for architectural de-
sign of safety critical systems - such as an EPS - which
often employ redundant system architectures based primarily
on expert opinion to mitigate potential effects of sensor and
component failures.
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